2" FABRIC MESH
9 GA GALVANIZED
COATED BLACK

BOTTOM WIRE
7 GA GALVANIZED

PUMP STATION FENCING

\; POST 3' BELOW GRADE SET

IN 3000 PSI CONCRETE (TYP.)

S -
ADDR.

AUTHORIZED PERSONNEL ONLY

910-371-3490

PUMP STATION SIGN

DISCONNECTS SHALL BE NEMA
4X, STAINLESS STEEL, MANUAL
KNIFE BLADE DISCONNECTS.
SIZE CONDUIT AS REQUIRED.
ALL PVC CONDUIT STUBS TO BE
FILLED WITH NON—HARDENING
DUCT SEALANT.

ALL CONDUITS SHALL BE
INSTALLED TO HAVE A MINIMUM

JUNCTION BOXES MUST BE A
MINIMUM OF 5’ HORIZONTAL
FROM WET WELL VENT AND A
MINIMUM OF 5 ABOVE CONDUIT
TERMINATIONS FROM WET WELL

BOTH THE LEVEL TRANSDUCER
AND PRESSURE TRANSDUCER
CORDS MUST PASS THROUGH
THE 12"X12"X6"” JUNCTION BOX
UNSPLICED FROM WET
WELL/VALVE VAULT TO
ELECTRICAL BUILDING — NO

50" MIN NOTES:
PUMP STATION COMPONENTS
1. WET WELL INTERIOR TO RECEIVE MIN 15 DRY MILS BUILDING AS SHOWN. 5000,/6000 — CONTACT BRUNSWICK COUNTY PUBLIC
A WET WELL , RAVEN 405 HIGH SOLIDS EPOXY OR APPROVED EQUAL. 10. BUILDING PLANS TO BE SUBMITTED TO BRUNSWICK UTILITIES FOR DETAILS
B |VALVE VAULT — 6'X6’ MIN. (SEE NOTE 12) 3° MIN. — 2. ?EE&VHC_)'E{ \Z\EPNPTR é)\l/JET[I)_EgQBC/iLHAVE ODORHOG CHARCOAL ﬁ\l%%,\églgl\,\llgl,\ll)EEE’Fi\lg(T;MEE?AEJQEF'%\IIETVI/EVVDAEI%LBE\@ITTING E) ELECTRICAL POWER TO UNIT IS REQUIRED FROM
BRIV - : ELECTRICAL BUILDING
C [METERING VAULT 6 X6 MIN. (SEE NOTE 13) ‘ ‘ 3. THE PUMP STATION SITE SHALL BE A MINIMUM OF 50 11. SEE ROHN ANTENNA DETAIL SHEET FOR ANTENNA F) WET WELL VENT IS CAPPED IF ODOR CONTROL UNIT
D |CONTROL PANEL (SEE DETAIL SHEET 3) I N N ? FEET BY 50 FEET. THE PLAN HEREIN SHOWS A DETAILS. IS UTILIZED
E [GENERATOR PAD AND STANDBY GENERATOR : : : RECOMMENDED 20 FOOT BUFFER FROM THE PROPERTY 12. VALVE VAULT MINIMUM SIZE IS 6°X6’. ACTUAL 16. IF BRUNSWICK COUNTY REQUIRES AN ODOR CONTROL
F |[AREA LIGHT ON POLE . : i , LINE TO THE FENCED AREA. SEE APPLICABLE REQUIRED MINIMUM SIZE DEPENDS UPON ACTUAL UNIT — SLAB PLACEMENT IS SHOWN — A 2" MIN. SCH.
20" (TYP.) —~— 3’ MIN. JURISDICTION'S ZONING ORDINANCE FOR REQUIRED DISCHARGE PIPING SIZES. ALL PIPING CONNECTIONS 80 PVC CONDUIT WILL BE REQUIRED FROM THE
G |ANTENNA PAD (SEE NOTE 11) BUFFERS. INSIDE VALVE VAULT SHALL BE EASILY ACCESSIBLE FOR ELECTRICAL BUILDING TO THE UNIT.
H |[ODOR CONTROL PAD (SEE NOTE 15) 5 4 THE PUMP STATION SITE SHALL BE GRADED TO MAINTENANCE AND REPAIR. o 17. IF_BRUNSWICK COUNTY REQUIRES A FLOW METER —
15 RECEIVING MANHOLE Q PROMOTE POSITIVE DRAINAGE AWAY FROM THE WET 13. IF REQUIRED, METERING VAULT MINIMUM SIZE IS 6'X6’. METER VAULT IS SHOWN — A METERING ENCLOSURE
f WELL. NO STORM DRAINAGE SHALL ENTER PUMP ACTUAL REQUIRED MINIMUM SIZE - DEPENDS UPON WILL BE REQUIRED IN THE ELECTRICAL BUILDING. A 1”
J_EMERGENCY PUMP OUT O STATION _ SITE. ACTUAL DISCHARGE PIPING SIZES. ALL PIPING MIN. SCH. 80 PVC CONDUIT FROM THE METER VAULT TO
K |#57 STONE BASE (SEE DETAIL THIS SHEET) S THE ACCESS ROAD SHALL BE #57 STONE AT A MINIMUM CONNECTIONS INSIDE VALVE VAULT SHALL BE EASILY THE METERING ENCLOSURE WILL ALSO BE REQUIRED.
L |INFLUENT SANITARY SEWER LINE ® 8" THICK. THE ROAD SHALL BE A MINIMUM OF 16 ACCESSIBLE FOR MAINTENANCE AND REPAIR.
’ WIDE. 14. PROVIDE A MINIMUM OF 3 (THREE), 10’ LONG, ¥’
5" MINIMUM : .3
M |APPROVED BACKFLOW PREVENTION DEVICE RADIUS —O _ 6. THE ACCESS ROAD AND ENTIRE AREA WITHIN PUMP DIAMETER, COPPER CLAD GROUND RODS SPACED A
N |67 VENT FROM VENT = i;%UgNT:EN%o SYI-I!ZAALRL VEV;ETI?RMslTlJllgAI-pAMCEOIELZEVAFTI-I:glE MINIMUM OF 10" APART, EXOTHERMICALLY WELDED AND
PIPE . - BONDED TOGETHER WITH INSPECTION WELLS AT EACH
0 ;J,L,JNCHON BOX RACK ASSEMBLY (SEE DETAL) (CLASS 1, —~— 3’ MIN. 3 7. THE PUMP STATION SHALL HAVE STONE EXTENDING 18" CONNECTION. ONE GROUND ROD AT :
P 1z IRRIGATION METER DIV. 2) PAST THE FENCE LINE IN ALL DIRECTIONS. A) ANTENNA TOWER
Q [1” WATER SERVICE TO ODOR CONTROL UNIT y S N e B TS AL BE PR B) ELECTRIC METER
» 18” MIN. STONE
R [I_WATER SERVICE TO YARD HYDRANT ___ L | T PAST FENCE SYSTEM PER BRUNSWICK COUNTY STANDARD 15 g)DOGRENCEgl\IATTR(’)gL UNIT REQUIREMENTS (IF REQUIRED):
S |4” FREEZE—PROOF YARD HYDRANT WITH 2" REDUCER z (SEE NOTE 7) SPECIFICATIONS. IN THE EVENT OF FAILURE OF THE : UIREMENTS ( )
T [VENT PIPE TO ODOR CONTROL UNIT (SEE NOTE 15) . ULTRASONIC LEVEL TRANSMITTER SYSTEM THE WET WELL g; &?E(T?R;LEE SFLRAOBM —WE1$ >\§V8EK<L3 & PVC MMM
; = = FLOATS WILL CONTROL THE PUMP STATION. REFER TO -
U 16" ALL—WEATHER GRAVEL DRIVE = A o ® BRUNSWICK COUNTY PUMP STATION TECHNICAL C) CORE AND BOOT WET WELL FOR 8" PVC VENT PIPE
V |CHAIN LINK FENCE (SEE DETAIL) o r_.@__l Q SPECIFICATIONS AND SCADA SPECIFICATIONS. TO ODOR CONTROL UNIT.
W IPUMP DISCONNECTS 2 | | 9. LOCAL PUMP DISCONNECTS ARE REQUIRED ON THE D) SIEMENS WATER TECHNOLOGIES, ZABOCS MODEL
X |DOUBLE SWING GATES 2 @ 7°, TOTAL 14’ (SEE INSET) | 1N © ; I SR VN
Y |[ELECTRICAL BUILDING 200 SF (BUILDING PERMIT REQ.) S L 2 MIN
Z |WALL MOUNTED LIGHTS o o X o
AA |3 DOUBLE DOORS (OPEN OUTWARD)
BB JULTRASONIC LEVEL TRANSDUCER WELL -~ Q — STAINLESS STEEL JUNCTION BOX MINIMUM SIZE MUST BE 12"X30”X6” AUSTIN
® PART NO. AB—12306SLXMOD (HINGED ON 12” SIDE, WITH A SINGLE POINT SLOTTED
© MECHANISM FOR 3—POINT LATCH, AND BACK PANEL FOR WIRE TERMINATIONS)
L AND AB—2412TP OR LARGER BASED ON CONDUIT ENTRIES INTO JUNCTION BOX
L § FROM WET WELL AND MOTOR LEAD SIZES. JUNCTION BOX MUST HAVE TERMINALS
Q5 3" GALVANIZED FOR FLOAT CONNECTIONS, SEAL FAIL AND TEMPERATURE WIRES AND NSI BLUE
i Dm POST POLARIS OR APPROVED EQUAL FOR MOTOR LEADS. ALL TERMINALS MUST BE
8 457 STONE @) s PROPERLY SUPPORTED INSIDE JUNCTION BOX. BOTTOM ENTRIES INTO JUNCTION
o BOX MUST HAVE NON—HARDENING MATERIAL SUCH AS DUCT SEAL.
W ALL UNISTRUT SHALL A f=——— 2§ MIN. = =
TR FILTER FABRIC %2 HAVE B22 B—LINE j | ) )
@ WHITE PLASTIC CAPS
FINISHED GRADE BE ON ENDS\k| AUSTIN éUST.!N ” \1%" SLOTTED STAINLESS STEEL
e O STAINLESS STEEL / 12°X127X6 UNISTRUT (USE PROPER
JUNCTION BOX (SEEJ?\IOTE AMOUNT TO PROPERLY MOUNT
ALL EQUIPMENT ON RACK
STONE & FILTER FABRIC DETAIL FORCEMAIN —® (SEE NOTE 5) 5) | q
WlM ® i I ggm‘;‘ / 1< MYERS HUB (TYP)
o CHORD - 14" MIN. NOTES:
RIGHT—OF—WAY _| __ __ __ _ ——F __ RIGHT—OF—WAY _ P 180 PVC NOTES:
5" MIN. SEAL (TYP) ]
CONDUIT L :
- — — ASPHALT APRON FROM ENDS WITH | =l |
SAN SWR / EDGE OF PAVEMENT igOEgQS%E\BERT O SEALANT 3 MIN 12" MIN. 2.
TO R/W LINE ! . L1t SCH 80 PVC .
MANHOLE, TYP / MIN 15" DIA CMP (TYP) SCH e 3
\ 80 &
45 DEGREE BEND - 11 D Pve Al — - 4.
, , 3"MAX. # { [ W 3" MIN.
7 N ? v v | v vl 1y ¥ ¥ " v 18” COVER.
I 1 18” 5‘
EDGE OF ROAD EDGE_OF ROAD J FF [ ‘ ‘ ‘ ‘ A
FINISHED GRADE R R | f_ A
JUNCTION BOX
(3) 3" MIN. POSTS TO BE SET
PUMP STATION SITE DETAIL SCH 80 PVC FLOATS AND CEVEL AND IN 3 MIN. 5 B> SHOWN.
SEAL/TEMPS oo ot CONCRETE, (SEE :
PUMP #1 TO BUILDING TRANSDUGER JUNCTION BOX
POWER AND L e POST DETAIL
SEAL/TEMPS PUMP #2 POWER PR AL SHEET 3 OF 3)
L FROM DISCONNECT
LARGER THAN 50 HP puMP #2 27 MIN BUILDING
POWER AND A ( )
PUMP STATION SEAL/TEMPS FROM WIKA PRESSURE TRANSDUCER EXCEPTIONS
PUMP # POWER ~
FLOATS- L FROM DISCONNECT IN' VALVE VAULT
(27 MIN.) | FROM WET WELL
LEVEL TRANSDUCER
(3) 2” MIN.
SCH 80 PVC
5 STRAD, 12 04 BARGED CLECTRICAL JUNCTION BOX DETAIL
ANGLED AT A 45 DEGREES
ANGLE
6—0" 2 (TWO) — 7’ GATES —— 14'=0" 4'—0" PERSONNEL GATE
o SEE PLAN FOR LOCATION
45°
— 12” \< /
\ == == == == =J= = BCPU PUMP STATION SIGN SPECIFICATIONS
MATERIAL:  ANODIZED ALUMINUM, #5052 ,080 THICK
SIZE: 18" WIDE X 24" HIGH WITH 1.5” RADIUS ON ALL CORNERS
— — BACKGROUND: 3—M ENGINEER GRADE SCOTCHLITE REFLECTIVE FILM
CORNER POST XXXX R ‘ SRR '/l” R SRSESRSSRESESRSRRRESESRSRSRESERT e  RIKKESSR IM4 ALL COPY AND BORDER IS 3—M SCOTCHCAL VINYL FILM, SAPPHIRE BLUE WITH THE EXCEPTION
J \ ,//"ﬂ OF THE PHONE NUMBER AND "AUTHORIZED PERSONNEL ONLY” WHICH ARE 3—M SCOTCHCAL.
N - A - - CARME S oo AR BB S R O 2
GALVANIZED KKK 1-5/8" GALV. GALVANIZED :::: ' '
i a <AL i | | FENCE TO BE BLACK
GATE POST X COATED VINYL e =
LINE POST 2-1/2" GALV. 1 GATES M — (
6_0"  2-1/7 1 X — Property of
GALVANIZED D T | 1-1/2" Ay, |7 :
I BRACE 1-5/8" GALV |::‘: ] Erugf'wmlfjtc'?ltmty
: li§0 ublic Utilities
| | 6% || IN CASE OF EMERGENCY
i 5 1o . | OR ALARM
SRS 10700 = 53—
) 9:9.9:9.9.9.4 190%09%6% %% %% CALL 910-253-2657
X R LIEER XXX XX AKX = 06854588

CONTACT BRUNSWICK COUNTY PUBLIC UTILITIES
| FOR SEWAGE LIFT STATION NAME AND ADDRESS

/
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1.1 - DATED 5/29/2013

Modified PS Sign
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